SPECIFICATION

Spooification | Unit | EU-i000

Controller i e TS
Controller | SIEMENS (828D) \ SIEMENS (840D) |  SIEMENS (840D)
3 Axes Travel
_X-axis Travel ‘ mm (inch) 1050 (41.34) 2000(7874) o 3000 (118 11)
Y-axis Travel mm (inch) 800 (31.5) e 1__250 (49.21) 1550 (61.02)
Z-axis Travel mm (inch) 600 (23.62) B 650 (2559) o 650 _(25.59)
Distance From Spindle RN it ) ' - . - : . :
| Center To Table Surfae | ™™ (NN | 145745 (5.71726.33) | 1507600 (59°919) | 1507600 (59°315)
Splndle BU|It—|n ‘ Builtin | Built-in_
Spindle Speed rpm 18000 e 18000 18000
. Splndle Nose _ HSK A63 [ HSK-A63 | HSK A63
_ Spindle Motor Kw (hp) 25 (34) e 25(34) - 25(34)
Spindle max. torque Nm 160 ‘ 160 - 16_(_) -
A mm | 1120x600 ' 2300x1000 ~ 3000x1300
(inch)  (44.09x23.62) (90.55x39.37) (118.11x51.18)
T-Slot | mm 18x5x1 00 . 22x8x125 . 22X1OX125
Size(WidthxNo.xPitch) (inch) (0 71x0 2x3 94) I (0.87x0.31x4.92) | (0. 87x3 94X4 92)
"Max Table Capacity '~ kgs (lbs) 1000 (2204) j 2500 (5511) ' 4000 (8818)
Rapld Travel _ ) _
 Rapid TraveI(X/Y/Z) m/min (ipm) | 1~30000 (40~1181) [ 1~30000 (40~1181) |  1~30000 (40~1181)
Cutting Feedrate m/min 40/40/30 ‘ 30/30/30 30/30/30
g (ipm) ; (1574/1574/1181) (1181/1181/1181) (1181/1181/1181)
X/YIZ Axial Feed Motor | KW [ 4.87/4.87/4.87 ‘ 10.47/5.65/7.96 ‘ 10.47/5.65/7.96
Tool Magazme _
Tool Change Type Chain ‘ Umbrella type i Umbrella type
Tool Capacity set 24 24 I 24
i | |
Tool Weight kgs (Ibs) 8 (1 7) 8 (17) i 8 (17)
Max Tool Length mm (Inch) 300 (11 81) | 300 (11. 81) 300 {‘11 81)
Max. Tool Diameter mm (inch) ‘ 100 (3.94) |[ 100 (3.94) 100 (3.94)
Tool Change Time(T-T) | sec 8 | 8 8
Tool Change Time(C-C) sec | 13 ‘ 13 13
Others
Compress Air Supply k_gs.-‘cmz(psi) 6 (1 00) 6 (100) 6 (100)
Machine Dimension mm 4800x3500x3200 | 7000x3750x4400 8700x4200x4400
¢ (LxWxH) ] (inch) (188 98x1 37 8x125.98)  (275.6x147.64x173. 23) (342 52x1 65 35x1 73 23)
Net Weight | kgs (Ibs) 10500 (23148) 19000 41887) 28000 (61729)
. Cuttmg f|UId tank capacny ] Liter ) 460 | 550 550
Automatic Iubncatmg tank ‘ Liter 4 4 8
‘ capacity ([T | e 1 =
i Standard Equi t
STANDARD & OPTIONAL EQUIPMENT B e
ptional Equipment
= 828D (EU-1000) = Auto tool length measurement ® Electrical cabinet heat exchanger ® Siemens controller 840D (EU-1000)
840D (EU-2000 / EU-3000) system (Marposs TS-30) ® Rigid tapping ® Fanuc controller 31i-MB
Siemens controller 840D B Auto lubrication system = M30 automatic power-off function = Mitsubishi controller M830
u HSK-A63/18,000rpm / Built-in # Cutting coolant system = Working light m HSK-AB3 / 18,000rpm / Built-in
spindle (Kessler) = Full splash guard # Tri-color indicator lamp spindle (Keessler)
= Umbrella type magazine 24 tools = Twin screw-type chip conveyors = |nternet & RS-322 interface s CTS
(EU-2000/EU-3000) # Scraper type chip conveyor & ® Tool box = Oil mist cooling device
u Chain type magazine 24 tools portable chip bucket = | eveling bolts & blocks = Automatic work piece measurment
(EU-1000) = Standard water tank = |nverter systern
= Spindle water cooling unit ® Flushing device ® Mechanical operation manual = Rotary table (Fourth axis)
= Spindle air blast = Oil skimmer = Bearing preloading 4 a/5 hry @bl
= 3 axes roller type linear guideway ®= Separate handwheel t axe§ ab'e .
= Linear scale on X/Y/Z axes (Fagor) = Air/water cleaning equipment i Fourth axis reserved interface
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